
Rigid and flexible flat materials

1257 lbs
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136” x 88” x 51”

39” x 60” 48” x 98”

3197 lbs

4762 lbs

206” x 107” x 55”

62” x 122”

3847 lbs

2535 lbs

184” x 99” x 55”

250 / 500 / 1000   Flatbed 
True flatbed architecture for accurate 
double-sided, full-bleed prints.

Precise high-speed prin�ng with up to 10 colors in high-resolution

Designed to meet the requirments of today’s short run, on demand prin�ng 

Engineered for easy maintenance and opera�on

Improved ink delivery to minimize waste and maximize output
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Power supply
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Caldera, Onyx

 Temperature: 64˚F - 86˚F (18˚ C – 30˚ C)   

Constant Humidity: 45%-70% 

Max print area

Print mode

Max media
thickness

Machine 
size(LxWxH)

Machine net
weight

Ink

Media type

Image format

Ink color

Environmental friendly UV/LED curable ink (VOC free)

Adobe Postscript Level 3, PDF, JPEG, TIFF, EPS, AI

4 in

CMYK + Lc + Lm + W + V (only capable for Ricoh heads)

220 - 230 VAC. 60Hz 30 AMP (single phase)

SPECIFICATIONS

Printhead

250 Model

printheads

1000

Ricoh Gen6 Kyocera 
KJ4A

1200 x 1200 dpi 1200 x 1200 dpi3600 x
3600 dpi

3600 x
3600 dpi

500

Kyocera KJ4A

2-4
(Single 

row)

2-4
(Single 

row)

Kyocera KJ4A

2-8
(Double 

rows)

Ricoh Gen6

2-8
(Double 

rows)

Ricoh Gen6

2-8
(Double
 rows)

2-8
(Double
 rows)

4-10 4-10

Shipping
weight

 
Support: 404-505-1890Main: 404-228-1259

Address: 4450 Commerce Dr. SW, Atlanta, GA 30336

E-mail: info@cetcolor.com.

CET Color. Inc.

www.cetcolor.com

Print
Max

speed
(�²/h)

Separated

(Double rows/ 
Symmetric array)

Max

(Double rows/ 
Symmetric array)



Ricoh Gen6 Print Heads
Featuring variable dots, true grayscale imaging 5, 10, and 15pl.

Emergency Stop Switches

Power vacuum & Lamp Switch
Switches for vacuum table and lamps.

Reversible Vacuum Valve
Reverse the air vacuum for easier rigid media loading and unloading.
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Kyocera Print Heads
Featuring variable dots, true grayscale imaging 4, 6, and 10pl.

Ricoh Gen6 Printhead

On Board Control Module
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Kyocera KJ4A Printhead

Nozzle quan�ty : 2656

2

3

4

5

6

1

8

7

9 12

11

Conveniently designed industrialized wiring

Self-developed, customized driver and PCB board

Quick stop opera�on for emergency situa�ons.

Dual sta�c suppression kit that eliminates sta�c on the subsrate.

Independent control module with rich func�ons that are 
user friendly and efficient.

Automa�cally detects the height of media up to 4in
thickness and calibrates print heads distance for
variable dot placement and image quality.

Nega�ve pressure is automa�cally controlled through control 
so�ware.

3 LED curing lamps
Adjustable LED curing system allows for prin�ng on heat 
sense�ve media.

250 / 500 / 1000 / 1000+

500 Flatbed 1000 Flatbed250 Flatbed
3.25' X 5'  MEDIA  AREA

Flatbed Printer

4' X 8'  MEDIA  AREA 5' X 10'  MEDIA  AREA




